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SIDEWINDER WITH GJ 8 SIDEWINDER WITH GJ 4

NOTES:
-316 SS (SEE CUT SHEETS FOR GJ-4 AND GJ-8 FOR THEIR SPECIFICATIONS)
-WEIGHT: SIDEWINDER ALONE: 8 LB,

SIDEWINDER WITH GJ-4: 36 LB, 
SIDEWINDER WITH GJ-8: 22-1/2 LB.

-FLOW RANGE: 0-300 GPM
-PRESSURE RANGE: 0-500 PSIG
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REVISIONS
REV ECN/DESCRIPTION BY DATE APR

01 NEW RELEASE CM 08AUG14 CM

02 SHORTENED OVERALL LENGTH. ADDED END USER CONNECTIONS. CM 12AUG14 CM

03 UPDATED CUTSHEET FOR GJ 4, GJ 8 WITH REV04 OF SIDEWINDER AW 2/21/2019 AW
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CM
APPROVED BY

DIMENSIONS  ARE  IN  INCHES
DIMENSIONS INTERPRETED PER 
ASME 14.5M-1994
TOLERANCES: 
      .X 1/16 
      .XX 0.010
      .XXX 0.005
      ANGLE 0.5
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THIS DRAWING IS THE PROPERTY 
OF ALFA LAVAL.  
REPRODUCTIONS AND USE 
OTHER THAN BORROWER'S 
AGREEMENT IS PROHIBITED. THIS 
DOCUMENT SHALL NOT BE LENT 
OR DISPOSED OF DIRECTLY OR 
INDIRECTLY NOR USED FOR ANY 
PURPOSE OTHER THAN THAT 
WHICH IS SPECIFICALLY 
FURNISHED. DWG. NO.

DESCRIPTION

PIPE WELDMENT
HORIZONTAL TANK CLEANER

MATERIALSCALE

Alfa Laval.
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